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a plurality of RF information transmission networks with
each RF information transmission network being con-
nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by ome of the plurality of RF
information transmission networks through the one of
the at least one interface.
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a plurality of RF information transmission networks with
each RF information transmission network being con-
nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by one of the plurality of RF
information transmission networks through the one of
the at least one interface.

272. A method in accordance with claim 220 further

comprising:

a plurality of RF information transmission networks with 10
each RF information transmission network being con-
nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by one of the plurality of RF
information transmission networks through the one of 15
the at least one interface.

273. A method in accordance with claim 221 further

comprising:

a plurality of RF information transmission networks with
each RF information transmission network being con- 2

275. A method in accordance with claim 223 further

comprising:

a plurality of RF information transmission networks with
each RF information transmission network being con-
nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by one of the plurality of RF
information transmission networks through the one of
the at least one interface.

276. A method in accordance with claim 224 further

comprising:

a plurality of RF information transmission networks with
each RF information transmission network being con-

nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by one of the plurality of RF
information transmission networks through the one of
the at least one interface.

274. A method in accordance with claim 222 further
comprising:
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nected to at least one of the at least one interface with
the originated information being transmitted to the at
least one RF receiver by one of the plurality of RF
information transmission networks through the one of
the at least one interface.
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